
AUTOMOTIVE

QUICK STARTS.
STRONG PERFORMANCE. 
A GREAT VALUE.

Individually Designed For Each 
Engine Application

FEATURES & BENEFITS
• �Guaranteed to deliver quick starts, 

good fuel efficiency and smooth 
acceleration

• �Copper core center electrode for 
higher thermal conductivity

• �Specially engineered high nickel alloy 
center and ground electrode for 
extended life

• �High alumina ceramic for high 
dielectric strength

• �Leak proof, heat fused internal seal 
for durability

• Multi-rib insulator prevents flash-over
• 2-year limited warranty*

 

*�Please refer to Autolite.com for terms and conditions of 
the limited warranty



Autolite® Copper Core plugs are 
your industry standard.

AUTOMOTIVE
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One-Piece
Terminal Stud
Provides a reliable
high voltage
electrical connection

Heat-Fused
Glass Composite
Resistor Center
Seal provides high performance
EMI noise suppression
and a leak-proof seal

High Nickel Alloy
Side Electrode
Resists electrical and
chemical wear providing
excellent durability

Solid Copper Core
Center Electrode

Provides optimal
thermal and

electrical conductivity

High Alumina
Multi-Rib Insulator

Helps prevent flash-over
which can lead to misfires

Visit Autolite.com Your online stop for  
our technical support resources.
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